Field: Circle Ridge
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Location: NW/SE, SEC 36, T7N,
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SHOSHONE-65 42, 1/28/2022 2:05:00 PM
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51/2; 11.0-1,149.0
Des:Production Casing Cement; Depth MD:362.0-827.0 fiKB; Date: 12/8/1954; Com:70 sacks reg. ideal cement through 2-stage coliar
at 827'. Cement top at 362" by caiculation. Trace of stratolite cement in returns.; Top MD:362.0 ftKB; Btm MD:827.0 fiKB
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Des:Production Casing Cement; Depth MD:827.0-1,150.0 ftKB; Date:12/8/1954; Com:70 sacks Stratalite cement through shoe.
996.1 e Cement top at 2-stage collar by calculation.; Top MD:827.0 #KB: Btm MD:1,150.0 fiKB
1,000.0
—~PERFORATED; 996.0-1,010.0; 10/23/1985
PERFORATED; 1,000.0-1,012.0; 12/11/1954
1,009.8
1,012.1
1,023.0
1,024.9
PERFORATED; 1,025.0-1,033.0; 12/11/1954
PERFORATED; 1,023.0-1,036.0; 10/23/1985
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PERFORATED; 1,055.0-1,061.0; 12/11/1954
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1,096.1
PERFORATED; 1,096.0-1,114.0; 12/11/1954
1,113.8
11240 Des:Production Casing Cement {plug};, Depth MD:1,124.0-1,150.0 ftKB; Date:12/8/1954; Com:70 sacks Stratalite cement through
’ . shoe. Cement top at 2-stage collar by calculation.; Top MD:1,124.0 ftKB; Btm MD:1,150.0 ftKB
1,149.0
1,149.9
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Well: Shoshone 65 42

PEOENERGY COMEARY Status: SHUT-IN
County, State: FREMONT, WYOMING

API: 490130685100

CPF: Circle Ridge

Spud Date: 1/1/1900

Ground Elevation: 7,254.00
KB Elevation: 7,265.00

On Production Date: 1/1/1997
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